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Front Panel Programming of the IC-F30GT and IC-F40GT

Dealer Mode

1. Entering Deater Mode - Press both the PO and # buttons while turning on the
radio. This will give a dispray of "DEALER". Enter the 6 digit Dealer Passcode.
The default passcode is "159357". If successful, the display changes to
"SETMODE". If unsuccessful, the display does not change, and the unit must be
turned off and on to try again. The unit will not function as a radio in Set Mode.
While the display shows "SETMODE", pressing PO puts the unit into
programming mode, showing "chOi ".

2 Channel selection - Press P3, and the channel number then flashes. Use the

UP and DOWN keys (the two keys below the PTT) to set the channel number. If
the radio is in a Bank mode, the bank number will appear at the upper left, and
the bank can be changed with the P1 key while the channel number is flashing.
Press P3 again when the correct bank and channel number is showing.

3 Channel' programming
The UP and DOWN keys cycle the display through the various channel settings
for the selected channel, such as:

Function

channel
receive
transmit
rx tone
tx tone

Setting

ch01
RX 154.10000
TX , 54.1 0000
RX 67.0 Hz
TX , 23.0 Hz

Options (changed by P2)

normal, or CH INHIBIT
RX OFF or a frequency
TX INHIBIT or a frequency
RX XX.x Hz, RX xxxN or RX CTONE OFF
TX XX.x Hz, TX xxxN or TX CTONE OFF

- The above values are typical.
- To program a channel, select a setting using the UP and DOWN keys, then

press P2 to change to the desired option if necessary. WARNINGl If you press
P2 with a frequency or tone showing, the information will usually be discarded as
you press P2. If you had a frequency or tone and cycle back to it with P2, it will
be gone. Frequencies will:be reset to all zeros, and crcss will be reset to 67.0.

- While the receive frequency entry is showing and not flashing, you can toggle
the channel between wide and narrow using the P3 button. There is an Nor W
on the right end of the upper line telling you the bandwidth of that channel.

- For the receive and transmit frequencies, you start with the old number and
nothing flashes until you enter the first number. Enter the desired frequency, as
6 digits, adding zeros on the end if necessary, e.g. 154100. After the 6th digit,
the radio will give a longer beep, and the new frequency will be locked in. If the
frequency has a seventh digit, it will be put in for you by the radio, e.g. for




